
 ANALOGUE GAS CONTROLLER GA-300
 



One 1 to 4 analogue input lines

Sound signalization 

Back-up power supply option

Enclosure for DIN rail mounting

LED status indication

Keyboard

Relay outputs

Comply with EN50270

 ANALOGUE GAS DECTION CONTROLLERS  

Invest Electronics Ltd
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TECHNICAL SPECIFICATIONS 

Working voltage

Power consumption

Input line signal

Output relays

Number of detectors:

GA-300.E1/2

GA-300.E3/4

Working temperature

Humidity range

Enclosure material

Conformity mark

230VAC/12 VDC

Depend from the number of connected detectors

Analogue 0-4-12-20mA

SPDP, 250VAC/2A

1,2

3,4 

o-10 - +50 C

10 – 90%R.H.

0,400kg

ABS 

CE

ORDERING INFORMATION 

Analogue gas detection controllers GA-300 

ORDER CODE 

GAS DETECTION CONTROLLER                        NUMBER OF DETECTORS                           DIMENSIONS

GA-300.E01

GA-300.E02

GA-300.E03

GA-300.E04

1

2

3

4

71 x 90 x 58 mm

106 x 90 x 58 mm

106 x 90 x 58 mm

71 x 90 x 58 mm
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